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THE BOX
CENTRAL UNIT
ALUMINIUM STRUCTURE

2 intel processors options
FANLESS

INFINIMENT POINT D E VENTE



THE BOX
SURPRISINGLY SMALL

CONFIGURATIONS

THE BOX

Cooling FANLESS

Frame Aluminium

VESA 75x75

SPECIFICATIONS

Chipset Intel PCH HM76

Graphic controler Intel HD /GT2-4000 350-900Mhz

Graphic memory Shared

Memory RAM 1 x DDR3 4Go SO DIMM

 ~ 8Go FSB1333/1666Mhz

HDD 1 x SATA 2,5’ 320Go

Audio controller Realtek ALC662-GR HD

Network Controller Intel 82579LM

INPUT / OUTPUT

Network 1 x 1 Gb

USB 2.0 6 (4 on BX 190)

USB 3.0 2 (1 on BX 190)

Serial COM RS232 4  x COM (RJ)  

 5V sur COM3 et 12V sur COM4

Cash drawer 1

DVI-D 1

VGA 1

LED Power 1

External Power 100~240AC (50~60Hz)

 19VDC 3.42A 65W 

VARIOUS

Dimensions H x W x D 162 x 255.5 x 61mm

Weight 1,6kg

Colours Black or White

Certfications FCC/CE Class A, LVD

Operating temperature  0°C ~ 35°C

Storage temperature  -10°C ~ 50°C

Humidity 20% ~ 85% without condensation

PACKAGING

Unit 1

Dimensions H x W x D 360x350x163mm

Weight 3,2 kg

MODELS

BX 190

Processor: Intel Bay Trail Quad Core J1900 2.0GHz

Graphic card: Intel HD graphic DX11

Netword control: Realtek PCIe GBE

Audio card: Realtek ALC662-VD

I/O control : Winbond NCT6106D

BX 356

Ivy Bridge i3-3217U 1.8Go

BX 556 

Ivy Bridge i5-3337U 1.8Go

OS COMPATIBLES

PosReady 7 (32 bit/64 bit) - Win 7 Pro (32 bit/64 bit) 

Win 10 IoT (32 bit/64 bit)

Specifications are subject to change without notice. © OXHOO 2016
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The BOX, using concentrated technology.

A central unit made from aluminium, clean and mo-
dern, designed for challenging and confined envi-
ronments.

MICROSOFT FANLESS VESA

J1900

VERSIONS

BX 556


