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ZENIO
ANDROID EPOS
STRUCTURE ALUMINIUM

15.6’’ 16/9 screen LED
Projected capacitive multi-touch panel
Quad core Cortex A9 processors 
FANLESS
IP 54 front



LE ZENIO
INFINITELY ANDROID

CUSTOMER
DISPLAY

CARD
READER

CONFIGURATIONS

ZENIO

Cooling FANLESS

Frame Aluminium

Touch panel 15.6’’ True Flat Multi-Touch (PCAP)

SPECIFICATIONS

Processor CPU Quad Core 1Ghz Cortex  

 A9 NEON 

Memory RAM 2Go

Stockage 8Go Extensible via Micro SD 

Ecran 15.6’’ Wide 16/9 LED

Resolution 1366 x 768

INPUT / OUTPUT

USB  4

Ethernet  1

LED power 1

Cash drawer 1

Micro USB  1

RS232 (DB9)  1

Micro SD  1

WIFI card integrated 802.11n B/G/N

Bluetooth 1

OPTIONS

Integrated Customer Display

ISO 1/2/3 Magnetic Stripe Readers

VARIOUS

Dimensions H x W x D 399 x 257 x 140 to 322mm

Weight 7kg

Colour Black

Setup Horizontal from 0° to 90°

Certfications FCC/CE Class A, LVD

Operating temperature  0°C ~ 35°C

Storage temperature -10°C ~50°C

Humidity 20% ~ 85% without condensation

PACKAGING

Unit 1

Dimensions  H x W x D 510 x 250 x 530mm

Weight 8,7kg

OS

Android  4.2.2 (Jelly Bean) ou supérieur

Specifications are subject to change without notice. © OXHOO 2016
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OXHOO, always at the heart of what’s happening...
Equipped with an Android operating system, ZENIO 
gives you maximum flexibility and unbelievably fast 
performance.

With slim design , sleek and certainly robust with its 
aluminum construction .

A multi-touch screen 15.6 ‘’ LED orientable by 0 
to 90 ° ensures a very high brightness and high 
contrast. Featuring a motherboard equipped with a 
Quad Core processor fanless ( FANLESS ) .

This entire Android terminal has been optimized to 
make it the thinnest in the market.
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