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MB2i
ultimate performance  
anD mobility

FEATURES 
 fast Speed printing

 Durability

 enduring

 anti-microbial casing

 2-colour printing

ApplicATionS
 logistics

 Warehouse

 retail

 mobile printing

 field Service



www.satoeurope.com

TECHNICAL INFORMATION

MB200i / MB201i
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PRINTING SPECIFICATION MB200i MB201i
printing method Direct thermal

print resolution, dots/mm (dpi) 8 dots/mm (203dpi)

max. print area Width, mm (inch) 48mm (1.89”)

length, mm (inch) 160mm (6.3”)

print Speed, mm/sec (ips) up to 103mm/sec (4ips)

cpu 32 bit riSc

OPERATING CHARACTERISTICS
power requirements input voltage ac100-240V (auto switching)/40W input voltage printer: 9V/4,4a

Dimensions w/rubber boot (W x D x H): 88 x 128 x 73mm (3.46” x 5.04” x 2.87”) 
industrial version: 158 x 116 x 94mm (6.22” x 4.57” x 3.70”)

(W x D x H): 88 x 119 x 64mm (3.46” x 4.69” x 2.52”)

Weight approx. 405g (0.89 lbs) with battery installed 
industrial version: 515g (1.14 lbs)

approx. 390g (0.86 lbs) with battery installed

environment operating -15 – 50ºc / 20 – 80% rH (without condensation)

Storage -25 – 60ºc / 20 – 80% rH (without condensation)

OPTIONS
accessories ac adaptor, rS232 cable, battery charger (single or up to 5 batteries), battery pack, Water protective case,  

Shoulder Strap, belt bag, belt clip (Standard), linerless (Standard) Dc/Dc converter, Sato label Gallery™

MISCELLANEOUS
certifications fcc, ul, cSa, ccc, ce, roHS compliant, bluetooth® certified

function useful features auto power Save. printer goes to sleep mode when idle for 5 seconds. printer will power off automatically when idle 
for another 5 minutes. (programmable auto power off interval)

Self Diagnosis checking Head check, battery check, paper end detection, Head open, test print.
mb200i has additional overcharge / over discharge protection.

FONTS / SYMBOLOGIES
fonts Standard fonts bitmap fonts alphanumerical and Symbol: Xu (5x9 dot), XS (17x17 dot), Xm (24x24 dot), Xb (48x48 dot),  

Xl (48x48 dot), ocr-a (15x22 dot), ocr-a (22x23 dot), ocr-b (20x24 dot), ocr-b (30x36 dot)
barcode 1D barcode upc-a/e, Jan/ean-8/13, code 39, code 128, GS1-128 (ucc /ean128), codabar (nW–7), interleaved 2 of 5, bookland 

(2/5 char add-on code), GS1 Databar (rSS14), composite Jan/ean-8/13; composite upc a/e; composite GS1 128/cc
2D barcode pDf417 (Ver2.4), maXi code (Ver3.0), Qr code, GS1 Data matrix (ecc200)

print rotation character Data / barcode 0°, 90°, 180°, 270°

CONSUMABLES SPECIFICATION (Recommended to use printer supplies manufactured or certified by SATO)
Sensor type i-mark Sensor (reflective), label Gap Sensor (transmissive)

media type roll die cut labels, plain paper face stock, linerless labels, Synthetics and continuous stock

media thickness 0.08 – 0.18mm (0.003” – 0.007”)

label Shape Diameter max. outside diameter: Ø 67mm (2.64”),  
core diameter: Ø 19mm (0.75”) or Ø 25.4mm (1”)

max. external diameter: Ø 58mm (2.28”),  
core diameter: Ø 19mm (0.75”) or Ø 25.4mm (1”)

Wind Direction face-out

label Size continuous Width 25.4 – 55mm (1” – 2.17“)

length 13 – 160mm (0.51” – 6.30“)

tear-off Width 25.4 – 55mm (1” – 2.17“)

length 13 – 160mm (0.51” – 6.30“)

Dispenser Width 25.4 – 55mm (1” – 2.17“)

length 13 – 160mm (0.51” – 6.30“)

INTERFACE CHARACTERISTICS
interface Standard model rS-232c, infrared (irDa Ver.1.2, bHt protocol, ircomm, irobeX)

bluetooth model bluetooth, rS-232c, infrared (irDa Ver.1.2, bHt protocol, ircomm, irobeX)

Wireless lan model Wireless lan 802.11b/g, rS-232c, infrared (irDa Ver.1.2, Standard protocol, bHt protocol, ircomm, irobeX)


